Camper Setup
OUTSIDE 
1. Once backed into a spot make sure the slide-out has clearance to extend out. 
2. Before any setup is done plug the power cord into the 30amp pole plug so you are using campsite power. 
3. Then check level bubble side to side to make sure the camper is level side to side. 
4. If not level pull/back camper on yellow plastic blocks to get level. Make sure there is still clearance for the slide-out. 
5. Once camper is level side to side and slide-out is clear to open remove level bars and sway bar from the trailer and hitch. Place that hardware in a secure place on trailer tongue. 
6. Chock one side of camper with yellow tire blocks (front and back) and place the mechanical chock between the other two tires and tighten until firm. If you drove on blocks to level use mechanical chock on those wheels. 
7. Extend the tongue jack high enough to clear the hitch and remove the vehicle clear of tongue. 
8. Lower or raise electric jack to level for front to back.
9. Once level extend the stabilizer jacks down on at least one yellow plastic block and one wood block on top. DO NOT jack camper only extend until tight. 
10. Once all stabilizer jacks are down (NOT BEFORE) extend the slide out to its full position. 
11. While outside setup is being done someone else can start inside setup. To be covered later. 
12. Pull blue water hose bag from the “slide” side compartment and open it. Take the WHITE hose out and disconnect it from itself. The white turn apparatus goes to the campsite supply and the brass regulator goes to the camper hookup. Once connected turn the water on. Place bag back in compartment. 
13. Remove sewer bag from the same compartment. Connect the clear sewer connection with the blue clean out to the camper sewer outlet after removing the cap. 
14. Then connect one (two if needed) sewer lines to the camper clear connector. Place the clear sewer 90’ connector in the sewer by slightly screwing it one turn. Then connect the sewer lines from the camper to it. All connections are twist on to the pins. Place the black fold out support under the sewer lines to keep lines off the ground and to allow good downhill flow. 
15. Put all bags back in the compartment until teardown. 
16. If the campsite has cable, then retrieve the long black cable from the entertainment center and connect one end to the supply connector and the other to the CABLE plug on the back of the camper. You will probably have to do an auto channel search on the TV(s). 
17. At the front of the camper open the lid to the LP gas tanks by loosening the black knobs and pulling them forward. Turn on one of the LP tanks by turning the top in the open direction. Then turn the gauge lever (facing the camper) to the open tank. 
INSIDE
1. Once water is connected and turned on and at least one LP gas knob is open at the switch panel on the door side of the camper and turn on the Gas water heater. 
2. To complete sewer setup run the toilet flush for about 1 minute to put water in the holding tank. Then drop one chemical cube or pour liquid into the toilet whichever is available. This holding tank will last at least 4 days without dumping it. If you do dump it, you must repeat this step. 
3. Extend the awning out fully. If there are high winds wait until they subside. 
4. Turn fridge to Auto and the Green light should be solid. Use AC only as long as you have power. Level 3-4 works fine once it cools down. 
5. All linens, blankets, towels and wash cloths are stored under the bottom bunk in bins. Usually we use sleeping bags from the bins spread out on the bunks for sleeping with a sheet and blanket to cover. Pillows are stored under the queen bed in a plastic zip lock bag. 
6. The stove top burners light with spark starting. The oven has to be started with a lighter flame to get the pilot going then turn oven to desired temp. 
7. The table is spring loaded and will lower or raise by releasing lever lock. 
8. If showers are taken the grey water will need to be dumped more often. Do not leave drain open. 
Tear Down
INSIDE
1. Wash and dry all dishes used and put them up. Make sure all pots, pans and dishes are secured. 
2. If traveling with items in the fridge(s) turn to 5 while packing up. Before leaving turn OFF. 
3. Pull all dirty linen and place in black laundry bag unless you wash at the site. Include all blankets and sleeping bags used. 
4. Make sure all items are in their place inside and take all clothes and personal items out of the camper. Make sure all trash is in a plastic bag and disposed of according to campsite instructions. 
5. If removed during camping replace Sunshades on the bunk windows. 
6. Connect strap around dining table to secure it for travel. Even dropping it down makes it travel better. 
7. Place trash can back under the dinette seat. 
8. Make sure all appliances, water heater and heat/air are turned off. 
OUTSIDE
1. With a ladder (not included) clean the awning and slide-out top with included blower. 
2. Roll up awning (top side up) after removing items from it and make sure it’s secure. 
3. Disconnect TV cable and store it back in the entertainment center cabinet. 
4. Turn LP gas off close the lid and secure knobs. 
5. Pull all setup bags out from the compartment and set on picnic table. 
6. Inform everyone that the toilet will be out of order before dumping. Then dump the black water tank first. Let it drain completely. 
7. ONLY USE THE GREY HOSE to flush out holding tanks. Hook the grey hose to the clear elbow at the blue connection first and prepare to flush. Once tank is drained open the blue flush knob and flush. After a few moments close blue flush knob and allow tank to drain. Repeat this until the water is mostly clear. 
8. Once Black water runs clear dump the grey water and flush it out as detailed above. 
9. After both tanks are flushed from this connection move the grey hose to the back of the camper and connect it to the flush outlet. Open the black water dump valve and then turn the water on to flush tank. Run until black water tank drains clear. 
10. Close all dump valves securely disconnect all sewer lines and wash them out and lay them to dry some. Wash out both clear sewer connectors and lay them to dry. 
11. Go inside to the toilet and allow water (from flush connection) to run into the toilet for about 30 seconds to put water into the black water tank. Place Oder eliminator in the toilet. 
12. Turn campsite water supply off and disconnect all hoses. Using a rag to wipe hoses off roll them up and connect them to themselves so no excess water will drain out. Place in the blue bag and prepare to stow. If shower hose is used drain water and disconnect (twist off) it for the quick release and store in hose bag.  
13. Fold sewer line support up and secure with Velcro strap and place in the black storage bag. Dry excess water from clear sewer connectors and place in the bag. 
14. Place all setup bags in the storage compartment and allow room for the balance of setup items. 
15. Disconnect AC line from campsite pole, wipe it off as it’s rolled up and stow in electric bag or free in storage compartment. 
16. Once everything inside is secure bring slide out in and secure it. 
17. Bring all stabilizer jacks up to secure height. Place all yellow blocks back in their bag and stow away. Stack all wood blocks used in the storage compartment. 
18. Raise tongue to clear hitch and connect camper to the hitch. Connect all electric and hardware as needed. 
19. Remove all wheel chocks and stow away. Put all steps up at both doors. Lock doors and all compartments for travel. Walk around camper to double check that everything is ready to travel, and all items are up. 

